5G CPE Pro 3 (H138-380)
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Fast
5G NR 1.65Gbps + Wi-Fi 6

More Bands
DSS support with N1/3/5/7/8/20/28/71

Smart

10 dB + (Two More Wall) when connecting with

HUAWEI Smartphones via Wi-Fi 6+

Form Factor

Size

TBD

3GPP 5G-4G interworking Release 15, NSA option 3/3x, SA option 2
Freauency Band TDD: n38/40/41/77/78/79 (Frequency band TBD)
quency FDD: n1/3/5/7/8/20/28/71(Frequency band TBD)
. TDD: 100/90/80/60/50/40/20/15/10MHz (TBD)
Bandwidth FDD: 20/15/10/5MHz (TBD)
5G DL MIMO 4*4 MIMO DL: n1/3/7/38/40/41/77/78/79 (TBD)
UL MIMO 2*2 MIMO DL: n5/8/20/28/71 (TBD)
DL/UL modulation DL 256QAM/UL 256QAM
DL/UL Peak throughput | 5G NR 1.65Gbps/250Mbps (@100MHz,SA TDD 8:2 ratio)
No. of Carriers 1CC
Frequency Band B1/3/5/7/8/18/19/20/26/28/32/34/38/39/40/41/42/43(Frequency band TBD)
4G MIMO 4*4 MIMO DL: B1/3/7/38/39/40/41/42/43 (TBD)
2*2 MIMO DL: : B5/8/18/19/20/26/28/32/34 (TBD)
DL/UL modulation DL 256QAM/UL 64QAM
2xRJ-45 for data, 1 LAN/WAN 1Gbps+1 LAN 1Gbps
1xRJ11 for voice, Voice: VolP&VoLTE, VoLTE/VolP need to customized
BOX Interface
1xSIM card slot (4FF), 1x power interface (TBD)
1*Hi(WPS) KEY/1*Reset KEY (TBD)
802.11 b/g/n/ax 2*2 MIMO 2.4GHz
WiFi Protocol 802.11a/n/ac/ax 2*2 MIMO 5GHz
2.4GHz &5GHz DBDC
Power type AC/DC: AC: 100V ~240V; DC:12V,2A
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