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EVOLVE 80

Engineered to help you concentrate.
Professional corded headset to boost  
your focus in the open office.

TECH SHEET

Superior Active Noise  
Cancellation (ANC)

UC and Microsoft Teams certified variants available

Flexible connectivity – USB-A, USB-C or 3.5mm jack

TECHNICAL SPECIFICATIONS

General info Box content Headset, USB-A or USB-C controller, poly bag for controller, soft pouch and documentation

Packaging dimensions LxWxH Headset: 215x215x55 mm/8.46x8.46x2.16 in

Weight including main wearing style Stereo headset: 646 g/22.78 oz

Material used Headband cushion ultra soft foam covered in color-matched silicone and ear cushion soft 
audio foam covered in black leatherette

Warranty 2 years

Jabra Direct/Jabra Xpress Yes

LED features and functions Integrated red lights on both ear cups are activated automatically when on a call or  
manually activated by the user when busy, to act as a ‘do not disturb’ sign

Audio Active Noise Cancellation Yes 

Listen-in Yes - Press the left earcup to hear the outside world without having to take off your headset

Speaker size 40Ø x8.8mm

Speaker sensitivity 124±3dB at 1mW/1KHz with IEC-318 coupler

Speaker impedance 38Ω±10% at 1KHz

Speaker max input power Maximum:30mW (1.07V) Rated Input Power:10mW (0.62V)

Speaker bandwidth – music mode 20Hz-20.000Hz

Speaker bandwidth – speak mode 150Hz-7.000Hz

Microphone type Electret Condenser (ECM) Uni-Directional Microphone

Microphone sensitivity Frequency 1kHz Input 0 dB Pa Min: -35 dB V/Pa, Max: -31 dB V/Pa

Microphone frequency range bandwith 150 Hz to 7.000Hz

User hearing protection Jabra SafeToneTM 

Certifications Regulatory approvals: CE, FCC, KCC, RCM, UL
Industrial certifications: Microsoft Teams*, Avaya, Cisco and more

Fit & Comfort Headset form factor Over-ear headband

Ease of use Discrete hidden boom arm Boom arm with magnet that integrates into the headset when not on calls

Busylight Integrated red lights on both ear cups are activated automatically when on a call or  
manually activated by the user when busy, to act as a ‘do not disturb’ sign

Call management In-line call control unit for easy call management

Battery Battery included  Yes

Charging time Max 120 minutes

Power consumption speaker Maximum: 30mW (1.07V) Rated Input Power: 10mW (0.62V)

Connectivity Connection (computer and mobile devices) USB 2.0/3.0, USB-A/USB-C,3.5mm jack

USB cord length Control cable: 95cm/Headset cable: 120cm

Extended Info Operating temperature -10°C to +50°C, 14°F to 122°F

Storage temperature -30˚C to + 80˚C storage temperature range: (-20˚C to +35˚C 6 months), (+35˚C to +45˚C  
3 months), (+45˚C to +45˚C 1 month), (+60˚C to +70˚C 1 hour with no degradation),  
(+70˚C to +85˚C max. 1 hour (<20% degradation)

* Microsoft Teams variants only 

Built-in busylight
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PRODUCT SKU DESCRIPTION EAN CODE

Stereo 7899-829-209 Jabra Evolve 80 UC, Stereo, USB-A 5706991017106
7899-829-289 Jabra Evolve 80 UC, Stereo, USB-C 5706991022063
7899-823-109 Jabra Evolve 80 MS, Stereo, USB-A 5706991017090
7899-823-189 Jabra Evolve 80 MS, Stereo, USB-C 5706991022056


